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(4) Fuel storage. (i) Stored fuel con-
tainers shall be located to minimize ex-
posure to excessive temperatures and
physical damage.

(ii) Containers shall not be stored
near exits, stairways or areas normally
used or intended for egress.

(iii) Outlet valves of containers in
storage or transport shall be closed.
Relief valves shall connect with vapor
spaces.

(5) Vehicle storage and servicing. (i)
Liquefied gas fueled vehicles may be
stored or serviced inside garages or
shops only if there are no fuel system
leaks.

(ii) Liquefied gas fueled vehicles
under repair shall have container shut-
off valves closed unless engine oper-
ation is necessary for repairs.

(iii) Liquefied gas fueled vehicles
shall not be parked near open flames,
sources of ignition or unventilated
open pits.

[48 FR 30909, July 5, 1983, as amended at 62
FR 40202, July 25, 1997; 656 FR 40943, June 30,
2000]

§1917.157 Battery charging and chang-
ing.

(a) Only designated persons shall
change or charge batteries.

(b) Battery charging and changing
shall be performed only in areas des-
ignated by the employer.

(c) Smoking and other ignition
sources are prohibited in charging
areas.

(d) Filler caps shall be in place when
batteries are being moved.

(e) Parking brakes shall be applied
before batteries are charged or
changed.

(f) When a jumper battery is con-
nected to a battery in a vehicle, the
ground lead shall connect to ground
away from the vehicle’s battery. Igni-
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tion, lights and accessories on the vehi-
cle shall be turned off before connec-
tions are made.

(g) Batteries shall be free of corro-
sion buildup and cap vent holes shall be
open.

(h) Adequate ventilation shall be pro-
vided during charging.

(i) Facilities for flushing the eyes,
body and work area with water shall be
provided wherever electrolyte is han-
dled, except that this requirement does
not apply when employees are only
checking battery electrolyte levels or
adding water.

(j) Carboy tilters or siphons shall be
used to handle electrolyte in large con-
tainers.

(k) Battery handling equipment
which could contact battery terminals
or cell connectors shall be insulated or
otherwise protected.

(1) Metallic objects shall not be
placed on uncovered batteries.

(m) When Dbatteries are Dbeing
charged, the vent caps shall be in
place.

(n) Chargers shall be turned off when
leads are being connected or discon-
nected.

(o) Installed batteries shall be se-
cured to avoid physical or electrical
contact with compartment walls or
components.

[48 FR 30909, July 5, 1983, as amended at 62
FR 40202, July 25, 1997]

§1917.158 Prohibited operations.

(a) Spray painting and abrasive blast-
ing operations shall not be conducted
in the vicinity of cargo handling oper-
ations.

(b) Welding and burning operations
shall not be conducted in the vicinity
of cargo handling operations unless
such hot work is part of the cargo oper-
ation.
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